
NORIS 

Gaskets : 
Are available in various materials, see our Datasheet „Gaskets“ 

Remarks :  
One gasket (at medium side) and one compensating seal (at cover side) are necessary. 

Special version: 
Other dimension - other materials - higher temperatures are available on demand. 

Transparent  glass without grooves (T-form) 
 
Borosilicate glass DIN 7081 
Pressure area polished 

Long form level  
gauge glasses DIN 7081  
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Modifications reserved  

Reflection -glass with grooves (R-form) 
 
Borosilicate glass acc. to DIN 7081 
Sealing area polished 
Grooves at medium side 

Dimension  
   l  x  b  x  h 

 Dimension  
   l  x  b  x  h  

 Dimension  
   l  x  b  x  h 

 115 x 30 x 17     95 x 34 x 17   115 x 34 x 21 

 140 x 30 x 17  *   115 x 34 x 17   140 x 34 x 21 

 165 x 30 x 17  *   140 x 34 x 17  *   165 x 34 x 21 

 190 x 30 x 17  *   165 x 34 x 17  *   190 x 34 x 21 

 220 x 30 x 17  *   190 x 34 x 17  *   220 x 34 x 21 

 250 x 30 x 17  *   220 x 34 x 17  *   250 x 34 x 21  

 280 x 30 x 17  *   250 x 34 x 17  *   280 x 34 x 21 

 320 x 30 x 17  *   280 x 34 x 17  *   320 x 34 x 21 

 340 x 30 x 17  *   300 x 34 x 17   340 x 34 x 21 

   320 x 34 x 17  *   370 x 34 x 21 

   340 x 34 x 17  *   420 x 34 x 21 

   370 x 34 x 17  *   430 x 34 x 21 

   400 x 34 x 17  *   460 x 34 x 21  

   420 x 34 x 17   480 x 34 x 21 

   430 x 34 x 17   500 x 34 x 21 

   460 x 34 x 17   

   480 x 34 x 17   

   500 x 34 x 17   
 

Available Sizes  

*  DIN-Sizes 


